
Product specifications





Product code: TSL-881

Finishes:  BK, BR, BZ, CP, CS

Weight:  0.2kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Flow rate: 1.9L/min or 3.8L/min

Operating pressure: 0.2 to 8 Bar

Sensor type:  Capacitive

Cut-out hole size: 16mm

Sensor cable length: 350mm

Pipe length:  1m

220

18 1550

TSL.881 Capacitive sensor tap



Product code: TSL-883

Finishes:  BK, BR, BZ, CP, CS

Weight:  0.18kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Flow rate: 1.9L/min or 3.8L/min

Operating pressure: 0.2 to 8 Bar

Sensor type:  Capacitive

Cut-out hole size: 16mm

Sensor cable length: 350mm

Pipe length:  1m

TSL.883 Capacitive sensor tap



Product code: TSL-882

Finishes:  BK, BR, BZ, CP, CS

Weight:  0.5kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Flow rate: 1.9L/min or 3.8L/min

Operating pressure: 0.2 to 8 Bar

Sensor type:  Infra red 

Sensor range: 50mm to 120mm

Cut-out hole size:  16mm 
(spout)

Cut-out hole size:  40mm 
(sensor)

Pipe length:  1m
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TSL.882 IR sensor tap



Product code: TSL-884

Finishes:  BK, BR, BZ, CP, CS

Weight:  0.45kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Flow rate: 1.9L/min or 3.8L/min

Operating pressure: 0.2 to 8 Bar

Sensor type:  Infra red 

Sensor range: 50mm to 120mm

Cut-out hole size:  16mm 
(spout)

Cut-out hole size:  40mm 
(sensor)

Pipe length:  1m

TSL.884 IR sensor tap



Product code: TSL-970

Finishes:  BK, BR, BZ, CP, CS

Weight:  1.45kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Flow rate: 1.9L/min or 3.8L/min

Operating pressure: 0.2 to 8 Bar

TSL.970 Manual tap



Product code: TSL-938

Finishes:  BK, BR, BZ, CP, CS

Weight:  0.78kg

Stainless steel: Body: AISI316; Wall fixing: AISI304

Suitable for:  Offices, retail, museums, hospitality

Capacity:  400ml

Soap viscosity:  100 to 3800 cPs – liquid soap only

Fixing centres: 70mm
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Product code: TSL-470

Finishes:  BK, BR, BZ, CP, CS

Weight:  0.42kg

Stainless steel: AISI304

Cut-out hole size: 16mm

Suitable for:  Offices, retail, museums, hospitality
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TSL.470 Wall mounted pump action soap dispenser



Product code: TSL-3002

Finishes:  BK, BR, BZ, CP, CS

Weight:  4.9kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Power consumption: 4.2A

Dry time: 15 seconds

Noise levels: Min 69dB to 76.6dB max @ 1 metre

IP rating 24

Sensor-range 100mm – 230mm variable; standard 
set  at 170mm

Approvals:  CE, UL, RoHS
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Recommended Install Height (UK)
Mens Washroom: 1220mm
Ladies Washroom: 1220mm
School Washroom: 910mm
Disabled Washroom: 910mm
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General/unisex washspace:  1220

School washspace: 910

Disabled washspace: 910

TSL.3002 Hand-dryer



Product code: TSL-721

Finishes:  BK, BR, BZ, CP, CS

Weight:  2.16kg

Stainless steel: AISI304

Cut-out hole size: 19mm

Suitable for:  Offices, retail, museums, hospitality
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Control system

Mains connection

WC flushvalve
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do not extend

The control system should be positioned in a dry location away from 

extremes of moisture and temperature and not exposed to dirt, dust or damp.

TSL.721 IR Sensor flush valve



Product code: TSL-670

Finishes:  BK, BR, BZ, CP, CS

Weight:  0.6kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

TSL.670 Slotted Waste
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Product code: TSL-672

Finishes:  BK, BR, BZ, CP, CS

Weight:  0.6kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

TSL.672 Un-slotted Waste
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Product code: TSL-GR45 

Finishes:  BK, BR, BZ, CP, CS

Weight:  6kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality
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TSL.GR45 Hinged grab bar



Product code: TSL-GR45600

Finishes:  BK, BR, BZ, CP, CS

Weight:  1.78kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality
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TSL.GR45600 Staight grab bar



Product code: TSL-650

Finishes:  BK, BR, BZ, CP, CS

Weight:  1.78kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality
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TSL.650 Adjustable bottle trap



Product code: TSL-45

Finishes:  BK, BR, BZ, CP, CS

Weight:  0.76kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Capacity: 1 roll (max size: 130mm dia x 110mm  
width x 35mm dia core)
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TSL.45 Single toilet roll holder



Product code: TSL-46

Finishes:  BK, BR, BZ, CP, CS

Weight:  0.86kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Capacity: 2 rolls (max size: 130mm dia x  
110mm width x 35mm dia core)
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TSL.46 Double toilet roll holder



Product code: TSL-322

Finishes:  BK, BR, BZ, CP, CS

Weight:  1.5kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality
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TSL.322 Toilet brush holder



Product code: TSL-974 

Finishes:  BK, BR, BZ, CP, CS

Weight:  0.15kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality
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TSL.974 Coat hook



Product code: TSL.990

Finishes:  BK, BR, BZ, CP, CS

Weight:  1.4kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Flow rate: 1.3L/min or 1.9L/min or 3.8L/min 

Operating pressure: 0.5 - 7.5 bar

Sensor type:  Infra red 

Sensor range: Preset 120mm (adjustable)

Cut-out hole size:  35mm 
(countertop)

Power supply: Mains 
100-240V; 1.5A; 50-60Hz PSU

Power supply : Battery - CRP2 lithium
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TSL.990 Deck mounted sensor tap



Product code: TSL.960

Finishes:  BK, BR, BZ, CP, CS

Weight:  1.5kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Flow rate: 1.3L/min or 1.9L/min or 3.8L/min 

Operating pressure: 0.5 - 7.5 bar

Sensor type:  Infra red 

Sensor range: Preset 120mm (adjustable)

Cut-out hole size:  35mm 
(countertop)

Power supply: Mains 
100-240V; 1.5A; 50-60Hz PSU

Power supply : Battery - CRP2 lithium
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TSL.960 Deck mounted sensor tap



Product code: TSL.960

Finishes:  BK, BR, BZ, CP, CS

Weight:  1kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Output:  1000mA

Soap type: Foam soap (recommended)

Sensor type:  Infra red 

Sensor range: Preset 70mm

Soap reservoir  
capacity:  1L

Power supply: 110V - 230V ac; 50/60Hz
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TSL.420 Deck mounted sensor soap dispenser



Product code: TSL.410

Finishes:  BK, BR, BZ, CP, CS

Weight:  1kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Output:  1000mA

Soap type: Liquid soap 

Operation type:  Pump Action

Sensor range: N/A

Soap reservoir  
capacity:  1L

Power supply: N/A

TSL.410 Deck mounted pump action soap dispenser
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Product code: TSL.467

Finishes:  BK, BR, BZ, CP, CS

Weight:  0.5kg

Stainless steel: AISI304

Suitable for:  Offices, retail, museums, hospitality

Output:  1000mA

Soap type: Foam soap (recommended)

Sensor type:  Infra red 

Sensor range: Preset 70mm

Soap reservoir  
capacity:  1L

Power supply: 110V - 230V ac; 50/60Hz

TSL.467 Wall mounted sensor soap dispenser
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TSL.R010 Ribbon soap dispenser 

Product Code: TSL.R010

Finishes: C, CS

Weight:  ~1Kg

Recommended  Foam soap - <10cPs. Not suitable  
soap viscosity:  for liquid soaps, alcohol gels or  

hand sanitisers.

Sensor range preset: 70 mm (adjustable). 

Security cut-off:  30 seconds

Power supply:  120-230V AC 50-60Hz Mains

Warranty:  3 years parts and 1 year labour  
(from date of purchase)

Recommended The Splash Lab automatic soapfeed  
soap system:  system (System60)
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TSL.R020 Ribbon tap

Product Code: TSL.R020

Finishes: C, CS

Operating pressure:   (Ideal) 0.5 bar dynamic pressure

Flow rate: 4 litres per minute standard.

Water supply:  Pre-mixed

Weight:  ~1.5Kg

Stainless steel grade: AISI 316 stainless steel

Sensor range: Preset 120mm (adjustable).

Security cut-off  30 seconds ±20%

Power supply: Mains - IP68 rated transformer

Power supply : Battery - CRP2 lithium

Warranty:  3 years parts and 1 year labour

Approvals:  WRAS, VA, GDV

Battery 
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TSL.R030 Ribbon Dryer

Product Code: TSL.R030

Finishes: C, CS

Sensor range:  130mm +/- 20mm

Security  30 seconds 
cut-off time: 

Motor thermal  Auto resetting thermostat 
protection:  set at 95°C

Heater thermal  Auto resetting thermostat 
protection:  set at 85°C

Insulation:  Class 1

IP rating:  IP35

Approvals:  CE, UL, RoHS

Warranty:  1 year parts and labour; additional 4  
years parts only 

Cutout hole size:  32mm
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For a full TSL.Aero datasheet:

Email:  specify@thesplashlab.com

Visit:  thesplashlab.com

TSL.Aero Aerofoil basin



For a full TSL.Mono datasheet:

Email:  specify@thesplashlab.com

Visit:  thesplashlab.com

TSL.Mono Monolith basin

Adjustable



For a full TSL.Solo.01 datasheet:

Email:  specify@thesplashlab.com

Visit:  thesplashlab.com

TSL.Solo.01 Solo basin



For a full TSL.Solo.02 datasheet:

Email:  specify@thesplashlab.com

Visit:  thesplashlab.com

TSL.Solo.02 Solo basin



Contact

For further information, including datasheets, 
installation manuals, CAD or BIM files, contact:

The brand development team: 
specify@thesplashlab.com 

Or visit our website: 
thesplashlab.com

For general enquiries: 
T: +44 (0) 161 482 7000 
E: hello@thesplashlab.com

    @thesplashlabofficial 
  @tslofficial

thesplashlab.com

All things considered.
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